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Doors/Entrance elements SFB 2050

Door system SFB 2050 is our basic door system, which

has been well tested for many years. The door system

is based on uninsulated sections. The depth of the

sections is 50 mm, and the external beads are inte-

grated into the sections.

The range contains door sections for both narrow and

modular section locks. Doors are available with anti-

squeeze back edge - in this version the hinges are

hidden in the bottom and top edge. The door leaf is

mitred in the top edge and screwed together in the

bottom part with a 150 mm deep rail. The door leaf can

be also mitred in all four corners, which increases the

rigidity of the door leaf. The rebate provides space for

single glass, double glazing units or filling panels.

The door system sections can be anodised or powder

coated with various colours and type of surface finish

on the inside and on the outside.

Surface finish: see chapter J.
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Doors/Entrance elements SFB 2050
Frame/door leaf combination

150 mm deep bottom
rail with brush seal

Fully mitred door leaf,
outward opening with stop seal

Meeting door, narrow section

Double-leaf door without stop bead,
narrow section

Anti-squeeze back edge,
rounded aluminium section

Modular section

Narrow section

Door leaf/threshold combinations

Anti-squeeze back edge, rubber strips

Fully mitred door leaf,
inward opening with stop seal

Fully mitred door leaf,
inward opening with stop seal

Door system SFB 2050 enables different combinations

of frame and door leaf sections. Door leaf sections for

narrow and modular locks are available for inward and

outward opening doors. Frame sections, door leaf

sections, and glazing beads can be combined with

various colours and type of surface finish on the inside

and on the outside. For example, powder coated frame

sections and clear anodised door leaf sections.

Surface finish: see chapter J.
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SFB 2060 is our heavy duty system, and as well as being

used in oversize and high usage situations, it is also suitable

for anti-burglar and bullet resistant applications. The door

system is based on uninsulated aluminium sections. The

depth of the sections is 60 mm, and the relsate section can

be easily replaced in the case of damage. The outside

glazing bead is integrated in the door section.

The range contains door sections for both narrow and

modular section locks. Doors are available with anti-squeeze

back edge - in this version the hinges are hidden in the

bottom and top edge. Apart from this, the anti-squeeze

version is available with standard hinges and rubber strips.

SFB 2060 doors are always mitred in all four corners, and

the sections are screwed together with pressure-cast corner

fittings, which gives the door leafs available on the market.

In order to ensure the best strength of the door with anti-

squeeze back edge we use a fully mitred door leaf, which is

then complemented with a rounded section or rubber strips

in the back edge. The rebate provides space for single glass,

double glazing units or filling panels.

The door system sections can be anodised or powder

coated with various colours and type of surface finish on the

inside and on the outside.

Surface finish: see chapter J.

Doors/Entrance elements SFB 2060
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Anti-squeeze back edge, rubber strips

Anti-squeeze back edge,
rounded aluminium section

Narrow section

Modular section

Meeting door, narrow section

Double-leaf door without stop bead,
narrow section

Fully mitred door leaf,
outward opening with stop seal

Fully mitred door leaf with
brush seal

Door leaf/threshold combinations

Doors/Entrance elements SFB 2060
Frame/door leaf combinations

Door system SFB 2060 enables different combinations

of frame and door leaf sections. Door leaf sections for

narrow and modular locks are available for inward and

outward opening doors. Frame sections, door leaf

sections, stop sections, and glazing beads can be

combined with various colours and type of surface

finish on the inside and on the outside. For example,

powder coated frame sections and clear anodised door

leaf sections.

Surface finish: see chapter J.

Fully mitred door leaf,
inward opening with stop seal
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The requirements regarding strong and rigid anti-

burglar doors increase steadily. Doors SFB 2060S fulfil

the requirements for class 1, 2, 3 and 4 according to

Swedish standard SS 81 73 45. With our door system

SFB 2060S we can offer the market a glazed anti-

burglar door which is as elegant as a normal SFB 2060

door. The difference is that the anti-burglar door is

equipped with glass panels, locks and filling panels

which fulfil the burglar resistance requirements for the

respective class. The doors can be made as inward or

outward opening with narrow or modular sections.

Various combinations of glass and filling panels in door

elements are possible. Doors can be anodised or

powder coated.

Surface finish: see chapter J.

Material specification:
❏ Narrow section, narrow lock

❏ Modular section, modular lock

❏ Door class 1 (lock, SS 3522)

❏ Door class 2 (lock, SS 3522)

❏ Door class 3 (lock, SS 3522)

❏ Door class 4 (lock, SS 3522)

❏ Handle, push handle

❏ Handle, pull/push handle

❏ Mechanical closing device

❏ Automatic closing device

Max 2485
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Narrow/modular sections, class 1 and 2.Glass: Multiguard 12 mm.
Ampliglas safety glass 32 mm.
Allstop B 1-13, 17 mm.

Anti-squeeze back edge, class 1 and 2. Glass: Multiguard 12 mm.
Ampliglas safety glass 32 mm.
Allstop B 1-13, 17 mm.

Modular sections, class 4.  Filling panel.

Doors/Entrance elements SFB 2060S,
anti-burglar products

Modular sections, class 3. Glass: Multiguard 18 mm.
Allstop B 3-11, 21 mm.
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Doors/Entrance elements SFB 2060,
bullet-proof products
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The need of personal security increases dramatically in

our contemporary society. Buildings which particularly

require bullet-proof products include banks, offices,

computer halls, police stations and telecommunications

centres. Doors SFB 2060 fulfil the requirements for class

C1, C2, C3 and C4 according to Swedish standard SS 22

44 25. With our door system SFB 2060 we can offer the

market a glazed bullet-proof door which is as elegant as

a normal SFB 2060 door. The doors can be made as

inward or outward opening with narrow or modular

sections. Various combinations of glass and filling panels

in door elements are possible. The classification of bullet-

proof glass panels is done according to Swedish stan-

dard SS 22 44 25. The same standard is also used for the

classification of aluminium constructions. Doors SFB

2060 fulfil the requirements for class C1, C2, C3 and C4.

The doors resist bullets from for example submachine

gun, 357 and 44 Magnum. Doors can be anodised or

powder coated.

Surface finish: see chapter J.

Material specification:
❏ Narrow section, narrow lock

❏ Modular section, modular lock

❏ Narrow section lock

❏ Modular section lock

❏ Handle, push handle

❏ Handle, pull/push handle

❏ Mechanical closing device

❏ Automatic closing device

❏ Glass, acc. to the table for class C1, C2, C3 and C4.

See SS 22 44 25

Frame and door leaf SFB 2060, replaceable stops
on lock and hinge side.Bottom edge of door leaf

SFB 2060 with replaceable stop
against threshold
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